




Product name : Compound Rope

Explanation of products :

Its core wire strand, PP rope the 
other is of the form that Kuraron 
has wrapped the outside. Because 
it does not directly touch the 
water, versus corrosion is stronger 
than wire rope this rope.
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Product name : Double Braid Rope(Polyester)

Explanation of products :

1. The braided cover and core create excellent strength and wear 
resistance. 2. Double Braided Rope has a low elongation compared to 
conventional 8 strands construction rope especially under low load. 3. 
Double Braided Rope is easy to handle and very flexible. 4. The smooth and 
wide contact surface using lots of strands increases the sectional 
coefficient of friction of Double Braided Rope. 5. Double Braided Rope has 
a non-rotational construction which prevents kinking, and this product also 
has a high shock absorb capability.

Properties

Fiber Content : Polyester fiber

Specific gravity : 1.38

Melting point : 265ºC

Elongation at break : 25 ~ 30%

Water absorption : 0 ~ 1%
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Product name : New SuperTec® Rope

Explanation of products :

DSR’S innovative technology enables us to offer a stronger and affordable 
rope. SuperTEC® is the stronger rope among PP, PE and Polyolefin ropes. 
For Same breaking strength, smaller size of SuperTEC® can replace 
regular PP rope. It shows higher abrasion resistance than general PP rope. 
And smaller size of SuperTEC® rope leads to saving working hours and 
labor cost. It is easy to handle because it floats and does not absorb water.

Properties

SuperTEC is 23% stronger than 
high tenacity PP ropes.

SuperTEC is 50% ~ 60% stronger 
on average than general PP ropes.
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Product name : New SuperTec® Rope

Explanation of products :

DSR’S innovative technology enables us to offer a stronger and affordable 
rope. SuperTEC® is the stronger rope among PP, PE and Polyolefin ropes. 
For Same breaking strength, smaller size of SuperTEC® can replace 
regular PP rope. It shows higher abrasion resistance than general PP rope. 
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high tenacity PP ropes.

SuperTEC is 50% ~ 60% stronger 
on average than general PP ropes.



Product name : New Superflex 
Rope
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Product name : polytex Rope

Explanation of products :

Polytex rope is manufactured from a mixture of Polyethylene mono filament 
and spun vinylon yarn. It has excellent shock absorbability and repeated 
loading qualities. The rope is widely used in deep sea fishing, trawling and pot 
rope.



Product name : Polyethylene Staple 
Rope

Explanation of products :

PE-Staple Rope is soft on hand, easy 
to handle and flexible. It's hairs on 
the surface makes good grip at 
hand.

Properties

High ultra-violet stabilization
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Product name : Combination Rope

Explanation of products :

Combination Rope has the same construction as wire rope. However, each 
steel wire strand is covered with Superdan yarn which contributes to the 
rope having high tenacity with good abrasion resistance. The rope is easy 
to handle and secures tight knots. PP split film can substitute the Superdan 
cover if required. Generally the core is synthetic fiber, but if faster sinking 
and higher strength is required, steel wire can be substituted as the core.
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Product name : 12-Strand Braided Rope

Explanation of products :

12-strand braided rope has superior strength with excellent abrasion 
resistance. The rope is flexible, doesn't rotate or kink, can be handled and 
coiled easily, and is fully splicable. Lead or wire can be inserted in the 
center of the core creating a sink rope with improved strength. 12 strand is 
manufactured in a variety of fiber types from single or double braid 
construction. Recommended for use as commercial fishing, crab line, long 
line and net sling.



Product name : Mark Rope
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Product name : Vinylon(KU, V/E) 
Rope

Explanation of products :

Vinylon rope look similar to cotton 
rope. It has good ultra violet ray 
resistance. It's one of the best 
handling ropes with outstanding 
resistance to internal and external 
abrasion. Commonly used by 
commercial fishermen for trawl 
applications and safety nets. Also 
used for general marine and 
industrial use.

Properties

Good ultra violet ray resistance
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Product name : PP DAN LEAD CORE ROPE

Explanation of products :

Lead Core rope is manufactured to make the rope sink into water. Lead 
Core ropes are used in commercial fishing, particularly as net bottom lines.
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Product name : Polypropylene 
Rope

Explanation of products :

Polypropylene rope has nearly 
twice the strength of Manila rope 
of same size. The rope has positive 
buoyancy(floats), doesn’t absorb 
water, and doesn’t decay. It’s 
resistant to acid, alkali and most 
chemicals. When not in use, the 
rope should be stored away from 
direct sun-light. Recommended 
usages are mooring, dock and 
anchor line, boat life-line, tarpaulin 
line, tent tiedown, pool barrier line, 
public utility and general use in 
home, farm and industry.
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Product name : Polypropylene Rope

Explanation of products :

Polypropylene rope has nearly twice the strength of Manila rope of same 
size. The rope has positive buoyancy(floats), doesn’t absorb water, and 
doesn’t decay. It’s resistant to acid, alkali and most chemicals. When not in 
use, the rope should be stored away from direct sun-light. Recommended 
usages are mooring, dock and anchor line, boat life-line, tarpaulin line, tent 
tiedown, pool barrier line, public utility and general use in home, farm and 
industry.
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Product name : SuperDan® Rope

Explanation of products :

Because Superdan® rope is 
manufactured from high tenacity 
polypropylene yarns, Superdan® 
offers easy handling, high strength 
and excellent abrasion resistance.

Properties

Excellent anti-abrasion properties 
contribute to longer working 
life.(over 10% compared to standard 
ropes)

High ultra-violet light resistance.

50% better breaking strength 
compared to BS and ISO standards 
& specifications.

A cost effective super strength 
rope.

A multi purpose rope ideal for 
general industrial & commercial 
fishing applications.

An excellent rope for deep sea pot 
rope.
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Product name : Double Braid Rope(Nylon)

Explanation of products :

1. The braided cover and core create excellent strength and wear 
resistance. 2. Double Braided Rope has a low elongation compared to 
conventional 8 strands construction rope especially under low load. 3. 
Double Braided Rope is easy to handle and very flexible. 4. The smooth and 
wide contact surface using lots of strands increases the sectional 
coefficient of friction of Double Braided Rope. 5. Double Braided Rope has 
a non-rotational construction which prevents kinking, and this product also 
has a high shock absorb capability.

Properties

Fiber Content : Nylon fiber

Specific gravity : 1.14

Melting point : 220°C

Elongation at break : 30 ~ 35%

Water absorption : 2 ~ 5%
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Product name : Twine

Explanation of products :

DSR film twine is made from synthetic rot and abrasion resistant 
polypropylene filament. Originally manufactured as a flat sheet and then 
twisted, this twine is designed to be used in both machine and hand 
operations where soft construction and strong knot holding is desired.
DSR polypropylene Christmas tree tying twine is designed for tying 
pre-cut evergreen trees. Manufactured for maximum knot strength 
retention and hand softness during application. Eight tubes per container.
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Product name : Mooring Tails

Explanation of products :

Generally more elasticity is required for mooring ropes. Tails can provide 
this elasticity which reduces the load induced by wire moorings under 
dynamic loading. Tails permit the ship to respond more favorably when 
subjected to various wind, wave and current conditions. Tails also tend to 
distribute the loading more evenly compared to mooring lines without 
tails.

Properties

It remains elastic for a longer time.

Even in the wet condition, the rope does not lose a large portion of its dry 
MBF.
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Product name : Nylon Rope

Explanation of products :

Nylon Rope has twice the strength 
of Manila rope. It has high 
elongation (under load) when 
compared to other synthetic ropes. 
Nylon has high energy absorption 
under shock and good abrasion 
resistance. When combined, these 
characteristics makes nylon rope 
the best in handing compared to 
other synthetics. It's utilized 
extensively in marine use such as 
mooring lines, towing slings, 
commercial fishing, utility rope, 
leasure boat, seiling etc.

Properties

Fiber Content : Nylon fiber

Specific gravity : 1.14

Melting Point : 220�

Elongation at break : 45% (8S/T), 
30% (12S/T)

Water absorption : 2 ~ 5%
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Product name : Superflex® Rope

Explanation of products :

Due to a technically reinforced 
composition of high tenacity 
Superdan and polyester yarns, 
Superflex has retained its superior 
strength. When combined with 
DSR's unique double construction 
cover yarns, this composition 
providers superior abrasion 
resistance comparing to 
conventional constructed ropes. 
This has been verified through 
frequent and repeated uses in 
mooring applications.

Properties

Strong strength makes it possible 
safer and better economical use.
Light and easy to use.
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Product name : Superflex® Rope

Explanation of products :

Due to a technically reinforced 
composition of high tenacity 
Superdan and polyester yarns, 
Superflex has retained its superior 
strength. When combined with 
DSR's unique double construction 
cover yarns, this composition 
providers superior abrasion 
resistance comparing to 
conventional constructed ropes. 
This has been verified through 
frequent and repeated uses in 
mooring applications.

Properties

Strong strength makes it possible 
safer and better economical use.
Light and easy to use.



Product name : D-Flex Rope
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